Caméra Ethernet IP de surveillance vidéo H.265 4MP (MVT-M2892)
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® FEATURES M TEAM

* Adopte le capteur CMOS a balayage progressif 4.0Megapixel avec une faible illumination.

* Prend en charge la vidéo en réseau de H.264 HP H.265 4MP @15fps, 3MP @25Résolution fps.

- Plein Vandaleproof Dome (Boitier métallique)

* Intégré: 3 mm megapixel 6mm CS lentille, POE et DC12V, entrée / sortie audio, vision nocturne 30 metres.
* Vidéo RTSP et FLASH standard pris en charge, Support Internet Explorer, Firefox, Safari, Chrome, Opera etc
* Prise en charge bidirectionnelle entre caméra avec PC distant ou téléphone mobile via Internet.

* Android et iOS App P2P gratuit, CMS gratuit.

* Version ONVIF compléte et personnalisée avec une bonne compétitivité avec le 3e flux principal et les NVR
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® SPECS N TEARM

Full HD, en réseau
* DSP haute performance utilisant le code de compression vidéo H.265.

* Algorithme de codage intelligent optimisé pour une vidéo plus claire avec une bande passante plus faible.

Qualité fiable
* Full Metal Shell, conception de précision, conception de boitier anti-vandalisme.

* Eclairage Prottech avec 6Kv, électrostatique de 8Kv avec protection d'entrée de puissance.

Fonctionnalité compléte
* Conception de logement de déme, bon a garder Consisitent et facile pour I'installation de plafond de DIY et de mur.
* Surveillance mixte audio et vidéo prise en charge.
* Bilit-dans IEEE802.3af POE.



POE, Audio In/Out Cable, Powerful IR,

Features DCA2Y, ONMIF 2 4, Free CMS, P2P
Mobile and PC Remote Accass
Solution Hi3516D+0V4689
Sensor 1/3" CMOS
Min. llumination (Color) 0.01LuxF1.2

Shutter

1/55-1/50,000s

Cameras ;
Dav&Might IR-CUT Auto, Black, Color
Images, D&M Mode, Automatic Iris,
Images Settings Metering, White Balance, Exposure,
Shutter, Mirror, Moise
Video Resolution 4 0M(2592*1520)@15FPS, 3M@25FFS
Codec H..265
Video Frames Real Time, Max 25fps
Codec Mode VBRICBR
Codec Three Streams, Main: 1500kbps-Shbps
MR Sub: 50-1000kbps
Frames 1-30 frame adjustable
Record Video and Audio Recording and
Flayback, MP4 Format
QR Scan for Remote Surveillance, Free
Internet P2F, Mo Port Forwarding Meeded. Free
DDMS
MNetwork Video Standard RTSF, FLASH
QR Scan Free APF (iphonel/Andriod
Remole fioes ﬁgggfaﬁﬁgiioﬁi?ﬁrefw() era), NVR
Network A P SR
Omvif 2.4 and latestversion, Customized
Compatibility compatibility with main stream CMS and
MVR s
WIFI NG
POE Inside, IEEEB02 2af
Network Protocol P2P RTPRTSP TCF/IRP HTTR DHCP DN
S,DDNS, PPPoE,SMTP NTP
Time Sync.
System (Auto/Mannual//INTP/FCINVR/RTC)
¥ Online upgrade /Alarm /System Status
Reports
Audio&Video Audio (G.7114U) 'Video (Three .
Advanced Streams )/ Video Mas k / Motion Detection
Storage NWVR, Cloud
Ewvents (Events Setting/Schedule
; Recording/Schedule FTP and Snapshot),
e Security (Filter of User and IF Address ),
Log (System/Alarm/Acceess eic.)
Metwork Interfaces RJ-45, 10/100Base-T
Microphone NG
Audio via Cable Audio InfOut, Talkback (G.7114 G711U)
Local Storage NO
Others (o]
Application Indoor and Cutdoor
Installation Wall-mounting, Ceiling-mounting
Hardware
CD: 01 .User Manual ; 02.CMS and User
Manual; 03 IPCManager Tool and User
Accessories hmial
Others: Printed Quick-Start, Installation
Location Lable, Installation Kits .
Fower Supply DCA12V & POE
Work Temperature -10°C-50°C
Work Humidity 10%-90%
Fower Consumption 2 \Watt
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