
 

1.High definition 720P/1.0MP 

2.Connected by coaxial cable, easy to install, same with analog camera 

3.Long transmission distance up to 500m 

4.More stable, No signal Loss

 
 Model  MVT-CV21A
 Sensor  1/3" CMOS pixelplus 1.0M/ 720P
 SIGNAL  PAL / NTSC
 Video Output  HD-CVI
 Effective Pixels  1280(H)*720(V)
 Min. Illumination  0.05Lux@（F1.2,AGC ON）,0 Lux with IR
 OSD Menu  Optional
 Shutter  1/3s～1/100,000s, supported slow shutter
 Video Frequency  1280*720@50 fps; 1280*720@60 fps
 Synchronization  Internal
 Video Output  1-channel BNC HD CVI high definition video output
 Day/Night  42pcs*D5mm, 35m IR distance
 Transmission Distance  Over 500m via 75-3 coaxial cable
 Power Supply  DC 12V±10%
 Working Environment  30°C~+60°C/Less than 95%RH(no condensation)
 Power Consumption  8W MAX

http://208.71.46.190/search/mailto:1280*720@50




CVI Video Demo

http://www.mvteamcctv.com/video/What-is-CVI-MVTEAM-HD-CVI-Camera-720P-Demo.html




For more about AHD Products welcome to Visit FAQ

http://www.mvteamcctv.com/about-us.html
http://www.mvteamcctv.com/about-us/Our-Fairs.html
http://www.mvteamcctv.com/FAQs.html

