CE, ROHS ile 4CH Kablosuz CCTV Kamera Seti, FCC Belgesi (MVT-K04)
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Kablosuz NVR Kiti ne dahil?

Yap-7 "in¢ LCD ekran ve WIFI modull ile 1 adet 4ch kablosuz HD NVR
4adet Dis HD Kablosuz IP Kamera

4adet 12V (DC) / 2A glc adaptorleri

1 adet detayli Hizli kurulum kilavuzu kilavuzu

1pc CD CMS yazilimlar ve talimatlari ile gelir

Her 6genin Ozellikleri

1-4CH Kablosuz NVR

ﬂ
® FEATURES g

* Built-in 10 "inglik HD LCD ekran (¢c6zunurlik: 1280 * 1024), 330 derece déndurin destek
* Dahili yuksek fonksiyonel ve stabilite kablosuz WI-FI kéklendirme modl,
Destek 802.11b / g / n protokolt 150Mbps,
* HDMI cikisi.
* Video girisi: 4 * 720p, 4 * 960P, Oynatma: 4 * 960H, 4 * 720P;



* 3adet USB arabirimleri, Destek HDD 4TB kadar bulut teknolojisi, P2P, fare x1

® SPECS

Kablosuz NVR Gozlik

Calisma Sistem GOmuli Linux OS
Ag Video 4CH
AV (ses / video) giris g
Ag video giris broadbank 20Mbps
lkanal, ¢6zinUrluk:
AV (ses videosu) cikti HDMI giris 1024x768,1366x768,
1440x900,1920x1080p
Vid 6zUndrlik D1/720P
AV CODEC Sartname ideo Cozlnurld /
synch-oynatma 4CH
Video yakalama kip Maual, Zaman, Hareket
Video Kontrol
Playback kip Gergek Zaman, Rutin, Etkinlik
Yedek USB yedek
Ti 1 * SATA aray(
Sert Disk P SATA araylzey
Maksimum Kapasite 4 TB at en icin her
AG Araviiz 1 uyarlanabilir Rj45 10M / 100M,
Dis Araylz g Aray 2 KABLOSUZ INTERNET arayuzey
USB Arayiiz 3 USB 2.0
UPnP (play-amp; fig), SMTP (e-
y posta survice), PPPoE (cevirmek),
Ag Kontrol Protokol DHCP (Otomatik olarak elde
etmek bir IP adres), v.b...
Gug¢ DC12V3A
Guc¢ Taketim (W) < 5W (Without HDD)
Digerleri Isletmek Isi (° C) -10°C~ + 55°C
Calisma Nem (%) RH ~% 90% 10
Boyut (2:)7mm (W) x 210mm (V) x 45mm
Agirlik (haric HDD) =<1Kg

MVTEAM Kablosuz NVR Menusu:



PTZ control
Caolor adjust
Valurme

Manual reoor

Setup Wizard
IPC Add

Systam !'....,...,r
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2-720P Outdoor Wireless IP Kamera

® FEATURES i

*1.0M / 720P kablosuz IPC

* IR CUT ile

* 3.6mm Lens

* 3adet 3. nesil LED Array, 30m IR Mesafesi
* Su gegirmez IP66

q
® SPECS g



Wireless Camera Specs

Image Sensor
Signal System

Resolution

Minimum illumination
Shutter
Lens
osD
White Balance
Day&Might
3D-DNR
MirrarfFlip

Frame Specification
S/M
Interface
Anti-thunder Lewel
Working Temperature/Humidity
Storage Temperature/Humidity
Power Input
FPower consumption
Size
Weight

Level of Protection

® PRODUCT PICTURE

1/4” Progressive Scan Sensor

PAL/NTSC

1280 x 720 16 - 9 High Defination

Color: 0.1 Lux;
BAW: 0.01 Lux

1/25s to 1/25,000s
3.6mm
Date Time & Title
Auto
Auto ! Color / BW
Auto
On [/ Off
Three Streaming at the Same Time
H.264 128xT20@30fps or below
H.264 640x480@301ps or below
= 39.1 Db
RJ45 / WIFI 802.11b/g/n
Standard [ECG1000-4-5
-10°C to +50°C J 30% to 80% RH
-20°C to +60°C / 20% to 90% RH
DC12W-1A
<BW
205(L)=70{W)=55 (Himm
500g
IPG6



Kablosuz IP Kamera icin 3-12V (DC) / 2A Gii¢ adaptori



AC ADAPTER

MODEL:XY-SW24w
INPUT: 100-240¥ 50/60 Hz
OUTPUT: DC12¥ 2.0
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4-CD ve hizli kurulum kilavuzu kilavuzu

5-Paketi
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http://www.mvteamcctv.com/products/Wireless-NVR-Kit.htm
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