Cin su gecirmez IP66 Varifocal Lens AR(antireflection) paneli kizilotesi
AHD camera(MVT-AH18)

® FEATURES !

Adopt infrared antireflection panel design, make the camera with
better night vision.

Quality reflective overlay, surface-emitting technology, can magnify
the effect of focus, improve product performance and reliability.




HD 3MP 2.8-12mm vari-focal lens(M12 Mount),bring more clear image.

Adjustable Bracket
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IP66 Waterproof Grade,give you more reliable protection




® SPECS

1-1.0M /1.3 M/2,0 M piksel tam istege bagli gercek zamanli, ylksek tanimli 1080 P
2-3MP 2.8-12mm(M12) vari odak Lens

3-su gecgirmez Rating: IP66

4-75-3 es eksenli kablo iletim mesafe 500M, kaybi olmadan altinda genel destek
5-yUksek-hiz, uzun mesafe, gercek zamanli aktarim

6-destek OSD

Modeli MVT-AH18A MVT-AH18T MVT-AH18B MVT-AH18R MVT-AH18P MVT-AH18F
1/4" CMOS 1{2;5{"3%5 1/3" CMOS 1{(3);83“"25 1/3" CMOS 1/3" CMOS
Sensér (0V9732 + NVP2433) (SONY225 NVP2470H ) (SONY322 (AR0330
+ N\/P2433) 1.3MP. + N\(P2431H) 2.0mp, + N\(P2441H) + N\{P2470H )
1.0mp, ile IR KESME ile IR KESME 1.3MP, ile IR KESME ile IR KESME 2.0mp, ile IR KESME |3.0mp, ile IR KESME
SINYAL DOSTUM / NTCS
Video Cikis TVI/CVI/AHD | TVI/CVI/AHD AHD [ AHD [ AHD AHD
Objektif 2.8 mm - 12 mm Vari-odak Lens(M12)
IR LED'ler 42pcs x O5 IR LED'ler
IR Mesafe 35m IR Mesafe
Min. Aydinlatma 0.01 lux F1.2
Cekim 4/25s ~ 1/45,000s
Esitleme ic
BLC istege bagli
0SD istege bagli
AWB Otomatik / El ile / giin / gece
Glndlz/gece ile IR Kesim, Auto(ICR) / Renk / S/B
”gei;rin Uzerinde 500m yolu ile 75-3 koaksiyel kablo
Gui¢ Tedarik DC %12V+10
Calisma .
-30° C ~ + 60 ° C/daha az daha %95 RH (no Bugu)
Cevre
Su gegirmez IP66 ile Sertifika
Garanti 2yl
Uygulamalar:

Finans, supermarketler, telekomunikasyon, hukimet, okullar, hava alanlari, fabrikalar, oteller, mizeler ve

ylUksek ¢dzunurllkll gereksinimleri uygulamak icin baska yerlerde.

® FAQS

Cep telefonu ve bilgisayar kamera goérintileme Q1:Can?

Sonra DVR icin fotograf makinesini baglayin, kamera DVR ag gorinimd islevi araciligiyla
goruntileyebilirsiniz.

Ornek yer kitle diizenini 6nce test Q2:Can?

Tabii, drnek siparis memnuniyetle karsilariz, minimum siparis ADEDI 1 adet.

Q3:Can kendi markasi ile kameralar satin?

Evet, OEM siparis kabul ediyoruz.

Q4:How dogru gerilim ve amperaj kameralar icin saglamak icin?

Bizim AHD fotograf makinesi 12V DC, kilavuz asagida basvurun:




* Power supply's amperage cannot be less
than CCTV camera's amperage.
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VOTAGE DROP * Power supply's wire will make voltage
drop, so make sure not too long wire, and
long wire with a thicker gauge. (Thicker
gauge makes voltage drop more slowly).
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VYCCTV Camera Production Flow M'T=AM
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Watrproof Test | Ageing Test
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V¥ Packages M'"T=EAM
Brand Camera Package Neutral Camera Package Brand DVR Package
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Paket: MVTEAM marka kutusu veya Netural kutusu veya tarafindan belirtilen Misteri.



V¥ Shipping

2 WD FedEx. <zas= ([

Express

Nakliye: Temel taleplerini secmek icin En iyi sevkiyat.

Bize ulasin:

Herhangi bir sorunuz varsa, hos geldiniz Bize ulasin.

Firmamiz, yakin ilgi son derece begeni topluyor.

Ziyaret Hosgeldiniz Resmi Web sitesi WWW.mvteamcctv.com Video gosterileri gérintilemek icin
Urtin katalogunu indirmek ve CCTV teknik makaleleri okuyun



https://www.mvteamcctv.com/tr/contact-us.html
https://www.mvteamcctv.com/tr/index.html

